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Underground Connectors

Catalog Number Suffix to add to order each feature

SC4-250-Q-SL -SL: STREET LIGHT OPTION

SC4-250-Q-C -C-COVER

SC4-250-Q-1 -I-INHIBITOR COMPOUND

SC4-250-Q-C-SL-1 -ALL FEATURES INCLUDED

20-2 

SC4-250-Q-C-SL-I

Quick Disconnect

Number of Full Sized 
Conductor Ports

Street Light Port

Inhibitor
      Stud Connector* Cover

*For Pedestal Connectors, catalog number will start with PC.

Conductor Size
    (Maximum)

CONNECTOR FEATURES

Connectors are available with many combinations of added 
features. Add the correct suffix to the catalog number 
when ordering. The chart below shows an example of the 
PREFORMED™ Padmount Transformer Connector-Quick 
Disconnect with various features.
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Padmount Transformer Connectors

20-3

Padmount Transformer  
Connector – Quick Disconnect

Connector is fabricated from high strength aluminum alloy 
6061-T6. Clear plated for low contact resistance. Dual rated 
for use with both copper and aluminum conductors. Plastisol 
cover has dielectric strength of 240 volts per mil. Refer to 
previous page to order optional features.

Custom configurations available.
 
NOTE: All connectors available in screw-on type. 
To order, omit -Q from catalog number.

Padmount Transformer Connector—Quick Disconnect

Catalog 
Number

Conductor 
Range

Number of 
Conductors

Fits Stud 
Size

Approximate Dimensions 

Length with 
Street Light 

Option

Length without 
Street Light 

Option Width Height

SC2-250-Q

#10 - 250 
kcmil

2

5/8"-11 
threads  
per inch

4 -1/8" 3-5/16"

1" 1-1/4"

SC3-250-Q 3 4-15/16" 4-1/8"

SC4-250-Q 4 5-3/4" 4-15/16"

SC5-250-Q 5 6-9/16" 5-3/4"

SC6-250-Q 6 7-3/8" 6-9/16"

SC7-250-Q 7 8-3/16" 7-3/8"

SC8-250-Q 8 9" 8-3/16"

SC2-350-Q

#10 - 350 
kcmil

2 4-1/2" 3-37/64"

SC3-350-Q 3 5-1/2" 4-1/2"

SC4-350-Q 4 6-7/16" 5-1/2"

SC5-350-Q 5 7-3/8" 6-7/16"

SC6-350-Q 6 8-5/16" 7-3/8"

SC7-350-Q 7 9-9/32" 8-5/16"

SC8-350-Q 8 10-1/4" 9-9/32"

SC4-500-Q

#10 - 500 
kcmil

4

1"-14 
threads  
per inch

7-7/8" 6-3/4"

1-1/4" 1-3/4"

SC5-500-Q 5 9" 7-7/8"

SC6-500-Q 6 10-1/8" 9"

SC7-500-Q 7 11-1/4" 10-1/8"

SC8-500-Q 8 12-3/8" 11-1/4"

g5g
Stamp

g5g
Stamp

g5g
Stamp



Pedestal Connectors

20-4 

Pedestal Connectors – Bare

For above grade pedestals—not watertight. Connector is 
fabricated from high strength aluminum alloy 6061-T6. Clear 
plated for low contact resistance. Dual rated for use with 
both copper and aluminum conductors.  

Cover

Plastisol cover has dielectric strength of 240 volts per mil.

Pedestal Connectors – Bare

Catalog 
Number

Conductor 
Range

Number of 
Conductors

Carton 
Quantity

Approximate Dimensions Cover  
Catalog 
NumberLength Width Height

PC2-250 

#10-250 
kcmil

2

25

1-13/16"

1" 1-1/4"

VB-4

PC3-250 3 2-5/8" VB-4

PC4-250 4 3-7/16" VB-4

PC5-250 5 4-1/4" VB-6

PC6-250 6 5-1/16" VB-6

PC7-250 7 5-7/8" N/A

PC8-250 8 6-11/16" N/A

PC3-350

#10-350 
kcmil

3 3-1/32" VB-4

PC4-350 4 3-31/32" VB-4

PC5-350 5 4-59/64" VB-6

PC6-350 6 5-7/8" VB-6

PC7-350 7 6-13/16" N/A

PC8-350 8 7-3/4" N/A
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Pedestal Connectors

20-5

Pedestal Connectors –  
Clear Dipped PVC

For secondary dead front application. For above grade ped-
estals only — not watertight. Connector is fabricated from 
high strength aluminum alloy 6061-T6. Dual rated for use 
with both copper and aluminum conductors. This connector 
comes with inhibitor as a standard feature.

NOTE: for 500 MCM pedestals, contact Preformed Line 
Products.

ALSO AVAILABLE: Pedestal Connector Kits with two 
covered and one bare connector.

Pedestal Connector – Clear-dipped PVC

Catalog  
Number

Conductor 
Range

Number of 
Conductors

Carton  
Quantity

Approximate Dimensions

Length Width Height

PC2-250CC

#10 -250 kcmil

2

25

2"

2-1/8" 2"

PC3-250CC 3 2-3/4"

PC4-250CC 4 3-9/16"

PC5-250CC 5 4-3/8"

PC6-250CC 6 5-3/16"

PC7-250CC 7 6"

PC8-250CC 8 6-13/16"

PC3-350CC

#10-350 kcmil

3 3-3/16"

PC4-350CC 4 4"

PC5-350CC 5 5"

PC6-350CC 6 6"

PC7-350CC 7 7"

PC8-350CC 8 8"
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Pedestal Block Connector

20-6 

Pedestal Block Connector

Pedestal Block Connector for above grade pedestals- not wa-
tertight. Connector is fabricated from high strength aluminum 
alloy 6061-T6. Clear plated for low contact resistance. Dual 
rated for use with both copper and aluminum conductors. 
Pedestal Block Connectors can be ordered with inhibitor. 
Refer to first page to order optional features.  

Cover

Plastisol cover has dielectric strength of 240 volts  
per mil.

Pedestal Block Connector

Catalog  
Number

Conductor 
Range

Number of  
Conductors

Carton  
Quantity Length Width Height

PC33-350 #10-350 kcmil 6 25 3-1/2" 3-1/16" 1"

VB-33 Cover for Above Connector

Also Available: Pedestal Connector Kits with three connectors and two vinyl boots.
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Street Light Connector

20-7

A dual-rated AL/CU compact street light connector  
specif﻿ically designed for installation in the base of street 
light poles. Connector is fabricated from high strength 
aluminum alloy 6061-T6. Clear plated for low contact  
resistance.  FURNISHED AS A KIT ONLY. Comes complete 
with snap-on PVC cover.

Street Light Connector Kit

Catalog 
Number

Conductor Range Standard 
CartonMAIN TAP

SLK-0-3 1/0 #14 10
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In-line Splice/Reducer Mechanical

20-8 

Splice is fabricated from high strength aluminum alloy 
6061-T6. Clear plated for low contact resistance. This splice 
is dual rated AL/CU. Inhibitor is furnished as standard.

In-line Splice/Reducer-Mechanical

Catalog  
Number

Conductor 
Range

Number of 
Conductors

Carton  
Quantity Length Width Height

US-250M #10-250 kcmil 2 25 2.6" 1" 1-1/4"

US-350M* #10-350 kcmil 2 25 2.6" 1" 1-1/4"

US-500M* #10-500 kcmil 2 25 3-3/8" 1-1/8" 1-15/32"

*Lower range can be limited by using different length of screws. Example: 500 MCM to 3/0. (Limits overall height)
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Reducer Adaptor

20-9

Padmount Transformer Connector

Inner and outer threads permit the use of 1" stud hole  
connectors on 5/8" studs.

Reducer Adaptor – Padmount Transformer Connector

Catalog  
Number

Fits  
Stud Size Application

RA-158
5/8" – 11 
Threads  
per inch

Screws on to 5/8" stud.  
Permits use of 1"–14 stud.  
Connectors on 5/8"–11 stud.
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Disposable Enclosure Lock

20-10 

The Disposable Enclosure Lock with shear head screws are 
time-tested and proven to be cost-effective alternatives to 
key locks. The shear head screw allows universal applica-
tion and security for all enclosures.

L-2

Disposable Enclosure Locks

Catalog Number
Hasp Length 

(inches)
Hasp Diameter 

(inches)

Hasp Material
Aluminum Clad 

Steel Carton Quantity
Weight (lbs)  

Per 100

L-2 3 1 #4 100 11
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Conduit Riser Caps

20-11

Conduit Riser Caps adapt schedule 40 PVC conduit to 
schedule 40 Cable Riser Shield. Conduit Riser Caps are 
made of black, UV stabilized flame-retardant, rigid, thermoset 
urethane. Custom sizes available upon request.

Conduit Riser Caps

Catalog  
Number Description Carton  

Quantity 

5060300
3 to 2 unit.  

Adapts 3" conduit to  
2" riser shield

50

5060301
4 to 2 unit.  

Adapts 4" conduit to  
2" riser shield

50

g5g
Stamp

g5g
Stamp

g5g
Stamp



Cable Riser Insulators & Cable Support Blocks

20-12 

Cable Support Blocks

Cable Support Blocks support underground cables in man-
holes, vaults, and conduit.  They are made from unbreakable 
flame-retardant, flexible, thermoset urethane. Other sizes 
and shapes can be custom-molded as needed. Consult 
PLP with design requirements.

Donut™ Cable Riser Insulators

DONUT™ Cable Riser Insulators support riser cables in 
conjunction with mounting brackets. The material is black, 
UV stabilized, and flame-retardant rigid thermoset urethane. 
DONUT Cable Riser Insulator consists of two halves. The 
brackets are not supplied by PLP®. Catalog number 5060200 
fits a 2.5" (nominal) diameter cable. Smaller diameter cables 
can be accommodated by using elastomeric filler tubes. 
Consult PLP for details.

Catalog Number: 5060200 
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Cable Cap

20-13

Cable Caps for 2-1/4" conductors are made from a high 
grade, UV stabilized, PVC material. Cable Caps provide 
superior protection from contamination for cut conductors 
during underground construction.

Cable Cap

Catalog 
Number Description

Weight  
Per Unit

Units Per 
Carton

C-2.25
Protects cut cable ends 
from contamination during 
underground construction

6.4 oz. 25
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