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Cable Separator: For use with Triplex or Quadraplex Cable

Typical Installation - 
POLE-MOUNT Cable Separator
(NOTE: product is available in black only)

Features:
•	Easy installation
•	UV Stabilized
•	High dielectric strength suitable for up  
to 750 volts

•	Similar in size to porcelain separators
•	Other designs available

Typical Installation -
Cable Separator 
(NOTE: product is available in black only)

Features:
•	Lightweight, less than 1 pound each

•	Unbreakable black polyurethane

•	Noncorrosive material

•	Deeper conductor grooves for positive  
conductor placement

•	Extra conductor groove for Quadraplex  
applications

Catalog No. Description Wt. Per Unit (oz.)
Units Per 

Carton

5060100 1 Dead-end hole 10 50

5060150 1 Dead-end hole + 3 tie down holes 7 50

5060160
POLE-MOUNT Cable Separator –  

1 Dead-end hole + 3 tie down holes,  
bolts directly to the pole

10 50

Dimensions (continued next page)
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Cable Separator: For use with Triplex or Quadraplex Cable

1.	 This product is intended for a specified application. 
CAUTION: DO NOT MODIFY THIS PRODUCT UNDER 
ANY CIRCUMSTANCES. This product may be reused if 
in good condition.

2.	 This product is intended for use by trained craftspeople 
only. This product SHOULD NOT BE USED by anyone 
who is not familiar with and trained in the use of it.

3.	 When working in the area of energized lines with this 
product, EXTRA CARE should be taken to prevent  
accidental electrical contact.

SAFETY CONSIDERATIONS

5060100 – Front View

4.	 For PROPER PERFORMANCE AND PERSONAL 
SAFETY be sure to select the proper size PREFORMED™ 
Cable Separator before application.

5.	 PREFORMED™ Cable Separators are precision devices. 
To insure proper performance, they should be stored in 
cartons under cover and handled carefully.

Dimensions

7"

4-1/16"

5-1/16"

1"Dia.

5/8" Dia. (3 Holes)

1" Dia. Typical 
(4 places)

11/16"Dia. 
Through Hole

Note: Cable Separators are available in black only

1" Dia. 
Typical 
(4 places)

5060100 – Side View

5060150 – (1-1/4" width) 5060160
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Cable Separator Tie

FOR USE ON BARE OR PLASTIC JACKETED CONDUCTORS 
AND TRI-PLEX OR QUADRAPLEX

CABLE SEPARATORS

GENERAL RECOMMENDATIONS INSTALLATION GUIDELINES

The Cable Separator Tie is intended for use on aluminum 
based conductors with diameters from .245" to .588". Each 
Cable Separator Tie covers a range of conductor diameters 
as outlined in the following table.

Cable Separator Ties are designed to fit Preformed™ Cable 
Separators (except 5060100 series). However, Cable Separa-
tor Ties can also be used with cable separators from other 
manufacturers. Consult Preformed Line Products Company 
for recommendations.

To insure proper fit and service life of the Cable Separa-
tor Tie, it is recommended only Cable Separator Ties with 
uniform dimensions be used. When in doubt, consult PLP® 
for general guidelines.

The Cable Separator Tie is designed to provide superior 
mechanical strength and resiliency during conductor motion 
and cyclic loading conditions. 

The Cable Separator Tie is designed to outperform hand tie 
devices during conductor motion activity, such as aeolian 
vibration and galloping. However, on some lines the use 
of dampers may be necessary to prevent damage. Utili-
ties that have experienced conductor motion or expect to, 
should consider adding dampers. Consult PLP for general 
guidelines and advice concerning conductor motion and 
dampers. 

Line Angles – General Guidelines: Cable Separator Tie 
will normally accept small angles up to 10°, but in all cases 
the conductor should rest in the preferred insulator groove, 
independently of the tie, so the tie is not required to force 
the conductor to remain in that groove. The largest practical 
angle a tie can accommodate depends upon limiting factors 
such as conductor size, tension, span lengths, sag angles, 
insulator style and orientation, etc. Consult PLP for further 
guidance on line angle issues.

Tapping: Taps should not be made directly over the legs 
or loop of the Cable Separator Tie.

Conductor Compatibility: Cable Separator Ties should 
be used only on the size, type, and lay direction for which 
they are designed. When using conductors not mentioned 
in this catalog section, consult PLP.

Material: Aluminized steel.

Color Code: Identifies proper conductor size, corresponding 
to tabular information appearing in this section.

Identification Tape: Lists catalog numbers and nominal 
conductor sizes.

Applied Length: Describes length of tie after installation, 
plus assists in product identification.

NOMENCLATURE
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Cable Separator Tie

For use on:	
ACAR, All-Aluminum
ACSR, Aluminum Alloy
AWAC®, Compacted ACSR
Plastic Jacketed Conductor

EXPLANATORY NOTES:

(1.)	 “Diameter Range” indicates the size of conductors that utilize the same tie. To obtain outside diameters of many conductors 
falling within the diameter range listed, consult the conductor charts in the General Information Section.

(2.)	“Nominal Conductor Size” indicates only a few conductors, that have outside diameters within the ranges  listed. Consult the 
General Information Section for those not shown.

(3.)	AWAC is a registered trademark of the Copperweld Co.

Catalog 
Number

Diameter Range 
(Inches) Nominal Conductor Size Units

Wt./
Lbs. Applied 

Length 
(Inches)

Color 
CodeMin. Max. Bare Conductor

Plastic Jacket  
Conductor Per Carton

CST-4102 .245 .277 #4 (6/1, 7/1)  
#4 (7W Alum. Alloy)

#6 (7W, 2/64s)  
#6 (solid 3/64s)  
#6 (6/1, 2/64s)

100 9 12 Orange

CST-4104 .316 .357
#2 (6/1, 7/1)  

#2 (7W Alum. Alloy)  
#1 (6/1)

#4 (7W, 3/64s)  
#4 (6/1, 7/1, 3/64s) 100 10 14 Red

CST-4105 .358 .405
1/0 (7W All Alum.)  

1/0 (6/1)  
1/0 (7W Alum Alloy)

#3 (7W, 4/64s)  
#2 (7W, 3/64s)  
#4 (7W, 5/64s)

100 12 15 Yellow

CST-4106 .406 .459
2/0 (7W All Alum.)  

2/0 (6/1)  
2/0 (7W Alum. Alloy)

#2 (6/1, 3/64s)  
#2 (7W, 4/64s)  
#1 (7W, 4/64s)

100 14 17 Blue

CST-4107 .460 .520
3/0 (7W All Alum.)  

3/0 (6/1)  
3/0 (7W Alum. Alloy)

#4 (7W, 8/64s)  
#1 (6/1, 4/64s)  

#1 (7W-19W, 5/64s)  
1/0 (7W, 4/64s)

100 14 18 Orange

CST-4108 .521 .588
4/0 (7W All Alum.)  

4/0 (6/1)  
4/0 (7W Alum. Alloy)

1/0 (6/1, 4/64s)  
1/0 (7W, 5/64s)  
2/0 (7W, 64s)  
1/0 (6/1, 5/64s)

100 18 19 Red
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Lashing Rods

NOMENCLATURE

GENERAL RECOMMENDATIONS

C = (D + m) x .850

C = D x 2.00

C = D x 2.414

m = D x .483C = D x 2.155

m = D x .414

m = D x .666INTENDED USE: PREFORMED Lashing Rods
can be used on all types of messegered by overhead 
cables. They are particularly adaptable to spans ob-
structed by trees, short spans over traffic intersections 
and support of power cable into and out of substa-
tions.

MATERIAL SELECTION: Lashing Rods are made of 
the same basic material as the messenger to which they 
are applied. This pertains to Galvanized, Copperweld, 
Aluminum-clad Steel, Stainless Type 302, and Stainless 
Type 316. Any of these materials can be selected from the 
catalog page tables. The recommended types of strand 
are also indicated.

SIZE SELECTION: In selecting the proper size Lash-
ing Rod it is necessary to determine the smallest circum-
scribing circle that will enclose the messengers and the 
cables.

For grouping only one cable with a messenger, add the 
diameters and multiply by a factor of .850.

Color Code and Length: Assist in identification of size, 
corresponding to tabular information appearing on price 
pages.  

For grouping two equal diameter cables, multiply the di-
ameter of one cable times 2.00. Then to find the diameter 
of the maximum messenger that will fit in the interstices of 
the cables, multiply the diameter of one cable times .666.

For grouping three equal diameter cables, multiply the di-
ameter of one cable times 2.155. Then to find the diameter 
of the maximum messenger that will fit in the interstices of 
the cables, multiply the diameter of one cable times .483.

For grouping four equal diameter cables, multiply the di-
ameter of one cable times 2.414. Then to find the diameter 
of the maximum messenger that will fit in the interstices of 
the cables, multiply the diameter of one cable times .414.

For grouping unequal diameter cables, or messengers 
too large to fit into the interstices above, the minimum 
diameter grouping can best be determined by a graphic 
layout to scale.

Length

Rod DiameterColor Code
Deburred

Rod diameter: Identifies size of metal wire, correspond-
ing to tabular information appearing on price pages. For 
covered rod, approximate thickness of plastic is indicated 
in addition to rod diameters.
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Lashing Rods

DESIGN MODIFICATIONS

Application – Inspection
The smaller inside diameter of the proper size Lashing 
Rod should exert a low radial pressure on the cables and 
messenger.

For most installations one Lashing Rod should be applied, 
overlapping one pitch length with each successive rod.

GENERAL RECOMMENDATIONS (continued)

Two Lashing Rods, applied 180o apart, are recom-
mended when the cable-messenger assembly weighs 
more than 8 pounds per foot, or at installations where the 
angle of sag exceeds 20o from the horizontal.

Lashing Rod: Neoprene Covered

For use in highly corrosive environment, or on extra 
heavy cables, a neoprene coating can be applied to the 
Galvanized, Copperweld®, Aluminum-clad Steel or Stain-
less Steel Lashing Rods appearing on the price pages.

However, for normal outdoor power installations, the un-
coated Lashing Rods are satisfactory.

In calculating circumscribing diameters for size selection, 
the thickness of the neoprene coating can be neglected.

Consult PLP for neoprene covered Lashing Rod.  
Include the minimum circumscribing diameter and the 
type of messenger material.

Copperweld and Aluminum-clad Steel are registered trade-
marks of the Copperweld Co.
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Lashing Rods – Galvanized Steel

For use on:
Galvanized Messengered Cable

Catalog 
Number

C-Coat
Diameter Range Units Wt/Lbs

Length 
(Feet)

Rod 
Diameter 
(Inches) Color CodeMin. Max. Per Carton

LR-6100 .400 .439 100 13 5 ft .086 Red

LR-6101 .440 .489 100 13 5 ft .086 White

LR-6102 .490 .539 100 13 5 ft .086 Orange

LR-6103 .540 .599 100 13 5 ft .086 Green

LR-6104 .600 .669 100 17 5 ft .100 Yellow

LR-6105 .670 .749 100 17 5 ft .100 White

LR-6106 .750 .839 100 17 5 ft .100 Red

LR-6107 .840 .939 100 17 5 ft .100 White

LR-6108 .940 1.049 100 17 5 ft .100 Orange

LR-6109 1.050 1.169 100 24 5 ft .119 Green

LR-6110 1.170 1.309 100 24 5 ft .119 Yellow

LR-6111 1.310 1.459 100 24 5 ft .119 White

LR-6112 1.460 1.629 100 37 6 ft .138 Red

LR-6113 1.630 1.819 100 37 6 ft .138 White

LR-6114 1.820 2.039 100 37 6 ft .138 Orange

LR-6115 2.040 2.279 100 52 6 ft .159 Green

LR-6116 2.280 2.539 100 54 6 ft .159 Yellow

LR-6117 2.540 2.839 100 56 6 ft .159 White

LR-6118 2.840 3.179 100 58 6 ft .159 Red

LR-6119 3.180 3.559 50 34 6 ft .172 White

LR-6120 3.560 3.999 50 35 6 ft .172 Orange

LR-6121 4.000 4.479 50 36 6 ft .172 Green

LR-6122 4.480 4.999 50 37 6 ft .172 Yellow

LR-6123 5.000 5.599 50 38 6 ft .172 White

LR-6124 5.600 6.299 50 39 6 ft .172 Red

EXPLANATORY NOTES:

(1)	 Refer to General Recommendations of this section for proper circumscribing circle to apply to diameter range.
(2) 	Refer to General Recommendations of this section for material selection.

For use on:
Aluminum-clad Steel or Aluminum-Clad Steel Messengered Cable
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Lashing Rods – Aluminum-Clad Steel

Catalog 
Number

Diameter Range Units Wt/Lbs
Length 
(Feet)

Rod 
Diameter 
(Inches) Color CodeMin. Max. Per Carton

LR-2100 .400 .439 100 14 5 ft .102 Red

LR-2101 .440 .489 100 14 5 ft .102 White

LR-2102 .490 .539 100 14 5 ft .102 Orange

LR-2103 .540 .599 100 14 5 ft .102 Green

LR-2104 .600 .669 100 18 5 ft .114 Yellow

LR-2105 .670 .749 100 18 5 ft .114 White

LR-2106 .750 .839 100 18 5 ft .114 Red

LR-2107 .840 .939 100 18 5 ft .114 White

LR-2108 .940 1.049 100 18 5 ft .114 Orange

LR-2109 1.050 1.169 100 24 5 ft .128 Green

LR-2110 1.170 1.309 100 24 5 ft .128 Yellow

LR-2111 1.310 1.459 100 24 5 ft .128 White

LR-2112 1.460 1.629 100 36 6 ft .144 Red

LR-2113 1.630 1.819 100 36 6 ft .144 White

LR-2114 1.820 2.039 100 36 6 ft .144 Orange

LR-2115 2.040 2.279 100 46 6 ft .162 Green

LR-2116 2.280 2.539 100 47 6 ft .162 Yellow

LR-2117 2.540 2.839 100 48 6 ft .162 White

LR-2118 2.840 3.179 100 49 6 ft .162 Red

LR-2119 3.180 3.559 50 32 6 ft .182 White

LR-2120 3.560 3.999 50 33 6 ft .182 Orange

LR-2121 4.000 4.479 50 34 6 ft .182 Green

LR-2122 4.480 4.999 50 35 6 ft .182 Yellow

LR-2123 5.000 5.599 50 36 6 ft. .182 White

LR-2124 5.600 6.299 50 37 6 ft .182 Red

EXPLANATORY NOTES:

(1)	 Refer to General Recommendations of this section for proper circumscribing circle to apply to diameter range.
(2)	 Refer to General Recommendations of this section for material selection.

For use on:
Copperweld Messengered Cable
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Lashing Rods – Copperweld

Catalog 
Number

Diameter Range Units Wt/Lbs
Length 
(Feet)

Rod 
Diameter 
(Inches) Color CodeMin. Max. Per Carton

LR-3100 .400 .439 100 18 5 ft .102 Red

LR-3101 .440 .489 100 18 5 ft .102 White

LR-3102 .490 .539 100 18 5 ft .102 Orange

LR-3103 .540 .599 100 18 5 ft .102 Green

LR-3104 .600 .669 100 23 5 ft .114 Yellow

LR-3105 .670 .749 100 23 5 ft .114 White

LR-3106 .750 .839 100 23 5 ft .114 Red

LR-3107 .840 .939 100 23 5 ft .114 White

LR-3108 .940 1.049 100 23 5 ft .114 Orange

LR-3109 1.050 1.169 100 29 5 ft .128 Green

LR-3110 1.170 1.309 100 29 5 ft .128 Yellow

LR-3111 1.310 1.459 100 29 5 ft .128 White

LR-3112 1.460 1.629 100 45 6 ft .144 Red

LR-3113 1.630 1.819 100 45 6 ft .144 White

LR-3114 1.820 2.039 100 45 6 ft .144 Orange

LR-3115 2.040 2.279 100 56 6 ft .162 Green

LR-3116 2.280 2.539 100 58 6 ft .162 Yellow

LR-3117 2.540 2.839 100 58 6 ft .162 White

LR-3118 2.840 3.179 100 60 6 ft .162 Red

LR-3119 3.180 3.559 50 40 6 ft .182 White

LR-3120 3.560 3.999 50 41 6 ft .182 Orange

LR-3121 4.000 4.479 50 42 6 ft .182 Green

LR-3122 4.480 4.999 50 43 6 ft .182 Yellow

LR-3123 5.000 5.599 50 44 6 ft .182 White

LR-3124 5.600 6.299 50 45 6 ft .182 Red

EXPLANATORY NOTES:

(1)	 Refer to General Recommendations of this section for proper circumscribing circle to apply to diameter range.
(2)  	Refer to General Recommendations of this section for material selection.
(3) 	Copperweld is a registered trademark of the Copperweld Co.

For use on:
Type 302 Stainless Steel Messengered Cable
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Lashing Rods – Stainless Steel, Type 302

Catalog 
Number

Diameter Range Units Wt/Lbs
Length 
(Feet)

Rod 
Diameter 
(Inches) Color CodeMin. Max. Per Carton

LR-4100 .400 .439 100 13 5 ft .085 Red

LR-4101 .440 .489 100 13 5 ft .085 White

LR-4102 .490 .539 100 13 5 ft .085 Orange

LR-4103 .540 .599 100 13 5 ft .085 Green

LR-4104 .600 .669 100 18 5 ft .101 Yellow

LR-4105 .670 .749 100 18 5 ft .101 White

LR-4106 .750 .839 100 18 5 ft .101 Red

LR-4107 .840 .939 100 18 5 ft .101 White

LR-4108 .940 1.049 100 18 5 ft .101 Orange

LR-4109 1.050 1.169 100 25 5 ft .120 Green

LR-4110 1.170 1.309 100 25 5 ft .120 Yellow

LR-4111 1.310 1.459 100 25 5 ft .120 White

LR-4112 1.460 1.629 100 40 6 ft .139 Red

LR-4113 1.630 1.819 100 40 6 ft .139 White

LR-4114 1.820 2.039 100 40 6 ft .139 Orange

LR-4115 2.040 2.279 100 54 6 ft .161 Green

LR-4116 2.280 2.539 100 56 6 ft .161 Yellow

LR-4117 2.540 2.839 100 56 6 ft .161 White

LR-4118 2.840 3.179 100 58 6 ft .161 Red

LR-4119 3.180 3.559 50 36 6 ft .175 White

LR-4120 3.560 3.999 50 37 6 ft .175 Orange

LR-4121 4.000 4.479 50 38 6 ft .175 Green

LR-4122 4.480 4.999 50 39 6 ft .175 Yellow

LR-4123 5.000 5.599 50 40 6 ft .175 White

LR-4124 5.600 6.299 50 41 6 ft .175 Red

EXPLANATORY NOTES:

(1) 	Refer to General Recommendations of this section for proper circumscribing circle to apply to diameter range.
(2)   Refer to General Recommendations of this section for material selection.

For use on:
Type 316 Stainless Steel Messengered Cable
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Lashing Rods – Stainless Steel, Type 316

Catalog 
Number

Diameter Range Units Wt/Lbs
Length 
(Feet)

Rod 
Diameter 
(Inches) Color CodeMin. Max. Per Carton

LR-5100 .400 .439 100 13 5 ft .085 Red

LR-5101 .440 .489 100 13 5 ft .085 White

LR-5102 .490 .539 100 13 5 ft .085 Orange

LR-5103 .540 .599 100 13 5 ft .085 Green

LR-5104 .600 .669 100 18 5 ft .101 Yellow

LR-5105 .670 .749 100 18 5 ft .101 White

LR-5106 .750 .839 100 18 5 ft .101 Red

LR-5107 .840 .939 100 18 5 ft .101 White

LR-5108 .940 1.049 100 18 5 ft .101 Orange

LR-5109 1.050 1.169 100 25 5 ft .120 Green

LR-5110 1.170 1.309 100 25 5 ft .120 Yellow

LR-5111 1.310 1.459 100 25 5 ft .120 White

LR-5112 1.460 1.629 100 40 6 ft .139 Red

LR-5113 1.630 1.819 100 40 6 ft .139 White

LR-5114 1.820 2.039 100 40 6 ft .139 Orange

LR-5115 2.040 2.279 100 54 6 ft .161 Green

LR-5116 2.280 2.539 100 56 6 ft .161 Yellow

LR-5117 2.540 2.839 100 56 6 ft .161 White

LR-5118 2.840 3.179 100 58 6 ft .161 Red

LR-5119 3.180 3.559 50 36 6 ft .175 White

LR-5120 3.560 3.999 50 37 6 ft .175 Orange

LR-5121 4.000 4.479 50 38 6 ft .175 Green

LR-5122 4.480 4.999 50 39 6 ft .175 Yellow

LR-5123 5.000 5.599 50 40 6 ft .175 White

LR-5124 5.600 6.299 50 41 6 ft .175 Red

EXPLANATORY NOTES:

(1)	 Refer to General Recommendations of this section for proper circumscribing circle to apply to diameter range.
(2)	 Refer to General Recommendations of this section for material selection.
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